
12 Gauge Tracer Wire
10' Length, installed

within the post
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The TriView Test Station™ provides 360-visibility with three warning messages
that can be read from any direction. Industry standard 11-hole pattern provides
room for multiple terminals and custom configurations. All holes are one inch
on center.

TriView® Patents: U.S. 7,025,016 B1, U.S. 6,099,203, U.S. 9,469,948 B2
ISO-Switch: U.S. Patent Pending

Description:
• Standard Lengths: 54" | 60" | 66" | 72" | 78" | 84" | 90" 
• Triangular post with colored cap
• Two sides = 3.125" | One side =  3.0232"
• 360-degree visibility
• 18" bury-depth decal included
• Made with UV-stable RhinoPoly® – our proprietary blend of thermoplastics
• Removable Cap protects terminal board from the elements
• Standard with two internal stainless-steel terminals on 11-hole terminal board
• Patented TriGrip Anchor™ for locking post into ground
• 10-Year Warranty

Options & Add-Ons

TriView  Test Station™

Standard Post Colors Alternative Post Colors

White PinkYellowOrangeRed Blue Purple BlackGreen Brown TanSafety 
Green

TriGrip Anchor™

Standard Cap Color Alternative Cap Colors

WhiteYellowOrangeRed Blue PurpleBlack Green

Cap Lock- Helps
prevent vandalism

Part# TS-LOCK

GENERIC
& CUSTOM

DECALS
AVAILABLE

Grounded LocatePlate™
Part# EM6300-EXT-KIT-RMS

Shunt/Jump
Part# TS-SHUNT

ISO-Switch™
Part# ISO5T-TPST-NH

Extra Terminals
Part# TS-TERM

Decals Sold Separately

Reflective Bands
• 1" RB1S-TV
• 3" RB3S-TV


